
FLOW

6' 3' 6'

3'ANCHOR DITCH 2' MINIMUM
DEPTH 1' BACK FROM CREST
BOTH SIDES

4:1 CUT MAX TO
EXISITING GRADE

2:1 FILL MAX TO
EXISITING GRADE

MINIMUM 12" LONG PEGS
AT 12" SPACING INSTALLED
THRU OVERLAP IN BOTTOM
SECTION OF DITCH ONLY

SHINGLE OVERLAP 4" IN
DOWNSTREAM DIRECTION

STAINLESS STEEL SCREWS
AT OVERLAP 12" SPACING

2:1 SLOPE (TYP) 2:1 SLOPE (TYP)

CONCRETE CLOTH DITCH LINING DETAILS

DITCH CROSS SECTION TRANSVERSE ROLLS

NOTES:
- ALL DIMENSIONS TO BE DETERMINED AND CONFIRMED.
- PREPARE SUBGRADE TO BE SMOOTH AND STABLE.
- VERY SOFT SUBGRADES MAY REQUIRE WORKING PLATFORM

DURING INSTALLATION
- DOWNSTREAM END OF ROLL OVERLAP TO BE SANDBAGGED
 DURING CURING PERIOD (1 DAY MINIMUM).

- SCREWS TO BE STAINLESS, FLAT HEAD, COARSE THREAD,
AND 1" LONG MINIMUM.
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